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Copper-Nickel Butt Welding Fittings

■ UNS Designation Numbers:   90-10 (UNS C70600) and
   70-30 (UNS C71500).
■ Nominal Chemicals 90-10:   Copper 88.6%, Nickel 10.0%, 
Iron 1.4%.
■ Nominal Chemicals 70-30:   Copper 69.5%, Nickel 30.0%, 
Iron 0.5%.  
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Dimensions are in inches. All weights are approximate.
Dimensions “B” and “D” per ANSI B16.1  cl.125.
Sizes not shown may be available upon request.
Available in “regular” thickness (similar to Schedule 40s).
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1 1/4 066.1 9/ 61 1 3/4 6 1/4 270. 2 786534 515184
1 1/2 009.1 11 / 61 2 7 270. 2 004942 103964
2 573.2 32 / 23 2 1/2 8 380. 4 676921 692964
2 1/2 578.2 7/8 2 1/2 9 1/2 380. 5 296921 803674
3 005.3 92 / 23 3 01 590. 7 517921 340074
3 1/2 000.4 51 / 61 3 11 1/2 590. 9 137921 325184
4 005.4 13 / 23 3 21 901. 21 757921 422864
5 365.5 1 3/ 23 3 1/2 31 1/2 521. 91 377921 801534
6 526.6 1 11 / 46 3 1/2 41 1/2 431. 62 997921 405374
8 526.8 1 3/8 4 1/2 71 1/2 841. 74 218921 913964
01 57.01 1 9/ 61 5 02 1/2 781. 39 135184 537684
21 57.21 1 11 / 61 5 1/2 42 1/2 052. 561 347684 157684
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