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Stainless Steel Fittings

900 Elbows, Threaded, Class 150

Nominal
Pipe Size

Center-to-
end

Length of 
Thread
Min.

Width of 
Band
Min.

Metal
Thickness
Min.

Outside
Diameter of
 Band

304
Part Number

316
Part Number

1/8 .81 .25 .20 .09 .75 159809 158439
1/4 .81 .32 .20 .09 .84 159655 158447
3/8 .93 .36 .21 .10 1.01 159786 158463
1/2 1.12 .43 .25 .10 1.20 159663 158413
3/4 1.31 .50 .27 .12 1.46 159639 158421

1 1.50 .58 .30 .13 1.77 159647 158390

1 1/4 1.75 .67 .34 .14 2.15 159825 158405

1 1/2 1.93 .70 .37 .15 2.43 159760 158374

2 2.25 .75 .42 .17 2.96 159778 158358

2 1/2 2.68 .92 .48 .21 3.31 165428 158366

3 3.06 .98 .55 .23 4.00 159752 158332

4 3.81 1.08 .66 .26 5.06

Dimensions are in inches. All weights are approximate.
Sizes not shown may be available upon request.
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900 Elbows, Threaded, Class 3000

Nominal
Pipe Size

Center-to-
end

Length of 
Thread
Min.

Metal
Thickness
Min.

Outside
Diameter of
 Band

304
Part Number

316
Part Number

1/8 .81 .25 .125 .88
1/4 .97 .32 .130 1.00 449505 410530
3/8 1.12 .36 .138 1.31 449513 449521
1/2 1.31 .43 .161 1.50 240561 410548
3/4 1.50 .50 .170 1.81 410475 414461

1 1.75 .58 .196 2.19 248268 413758

1 1/4 2.00 .67 .208 2.44 410483 178837

1 1/2 2.38 .70 .219 2.97 242432 418643

2 2.50 .75 .281 3.31 176801 415394

2 1/2 3.25 .93 .301 4.00

3 3.75 1.02 .348 4.75 242458

4 4.50 1.09 .440 6.00


